PHODUCT BULLETIN COVER-TEX BULLETIN NO: J-5303 |
DRYWALL ACCESSORY WALL TEXTURE DATE: 12-17-74
PRODUCTS . | . PAGE: 1 of 1
APPROVALS: PRODUCING PLANT: GRS TEST BATCH
: SEATTLE - . DATE:
BULLETIN DESCRIPTION g ' POUNDS | GALLONS
220 Limestone 42,41 __ 10600
42 Taleron 44-31 21,21 5060
247 ' _Mica. Sericite _ 12,72 300
446 Titanium Pigment 2,12 50 '
056 Wyojel Clay 4,24 100
330 Polyvinyl Alechol ' 64 15
200 .| Keltose .25 6
245 Methocel 228 20 &
453 Preservative ) .713 3
555 Dow_XD~8655-1 ' 3,18 75
164 Glyoxal 80% ‘ .13 3
489 Wollastonite P-1 : 12,72 300
TOTAL | 100,00 2358

MANUFACTURING INSTRUCTIONS:
1. Mixing time shall be 8 minutes minimum and 12 minutes maximum,

2. Blank cut asbestos warning on sacks,

QUALITY CONTROL:
TM-1A Viscogity, 100 gm cone @ 5 sec., .
200 gm per 150 cc water 30 - 40 mm
t

TM-34 Bond Equai to -Standard

KG2000735
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